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This special provision was created by the Bureau of Materials and Physical
Research to update the quality and gradation requirements of stone used for
erosion protection, sediment control, and rockfill.

This special provision should be inserted into all contracts utilizing riprap or
rockfill.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the January 16, 2004 and subsequent lettings.  The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will be available on the transfer directory September 26,
2003.
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STONE FOR EROSION PROTECTION, SEDIMENT CONTROL, AND ROCKFILL (BDE)

Effective:  January 1, 2004

Revise the first, second, and third sentences of Article 281.04(a) of the Standard Specifications
to read:

“Class A1 bedding material shall be used with riprap Classes A4, A5, B4, and B5.  Class
A2 bedding material shall be used with riprap Classes A6, A7, B6, and B7.  When filter
fabric is used, the following substitutions of bedding material may be made:  Quality B
may be used in lieu of Quality A; Gradation CA 3 may be used in lieu of Gradation RR 1;
and Gradation CA 1 may be used in lieu of Gradation RR 2.”

Revise Article 1005.01 of the Standard Specifications to read:

“1005.01  Stone for Erosion Protection, Sediment Control, and Rockfill.  The material
will be sampled and inspected according to the Bureau of Materials and Physical Research’s
policy memorandum, “Inspection of Stone for Erosion Protection, Sediment Control, and
Rockfill”.  The material shall meet the following requirements.

(a) Description.  The material shall be stone, quarried from undisturbed, consolidated
deposits (ledges) of rock reasonably free of shale and shaly stone.  The ledges shall be
sufficiently thick to produce the desired dimensions.  The stone shall be reasonably free
of laminations, seams, cracks, and other structural defects or imperfections tending to
destroy its resistance to weather.  Field stone or boulders will not be accepted.

Bedding material shall be crushed stone, crushed gravel, crushed sandstone, or crushed
slag meeting the requirements of Article 1004.01(a).

(b) Quality.  The stone shall meet the following quality requirements.

(1) Stone for Erosion Protection or Sediment Control.  The material shall be quarried
from ledges meeting the quality designations listed in the following table.

QUALITY OF STONE
FOR EROSION PROTECTION AND SEDIMENT CONTROL

QUALITY TEST QUALITY A 2/ 3/ 4/ QUALITY B 2/

Na2SO4 Soundness 5 Cycle,
    AASHTO T 1041/ Max. % Loss 15 25

1/ As modified by the Department.

2/ Elongated pieces (length is greater than five times the average thickness) shall
not exceed ten percent by weight.



3/ The stone, when checked in a full gradation product, shall have a specific gravity
(dry) greater than 2.450 as determined by the Department.

4/ The stone shall be reasonably free of chert.

In addition to the above quality requirements, crushed slag used as a bedding
material shall also meet the Department’s “Test for Leachate”.

(2) Stone for Rockfill.  The material shall be quarried from ledges consisting of sound,
durable rock reasonably free of objectionable, deleterious material as determined by
the Department.

(c) Gradation.  The stone shall meet the following gradation requirements.

(1) Stone for Erosion Protection or Sediment Control.  The material shall meet the
gradation limits listed in the following tables.  All gradations produced shall be well
graded.

BEDDING MATERIAL GRADATIONS

Percent Passing Sieves
GRAD. NO.

100 mm 75 mm 50 mm 37.5 mm 4.75 mm
RR 1 100 53�23 8�8
RR 2 100 53�23 8�8

BEDDING MATERIAL GRADATIONS (ENGLISH)

Percent Passing Sieves
GRAD. NO.

4 in. 3 in. 2 in. 1 1/2 in. No. 4
RR 1 100 53�23 8�8
RR 2 100 53�23 8�8

EROSION PROTECTION AND SEDIMENT CONTROL GRADATIONS

Percent Passing Rock Size (kg)Grad.
No. 4551/ 2701/ 1801/ 135 75 701/ 40 201/ 18 5 4 3 1 0.5

RR 3 100 50�20 8�8
RR 4 100 50�20 8�8
RR 5 100 50�20 8�8
RR 6 100 50�20 8�8
RR 7 100 50�20 8�8



EROSION PROTECTION AND SEDIMENT CONTROL GRADATIONS

Percent Passing Rock Size (lb)Grad.
No. 10001/ 6001/ 4001/ 300 170 1501/ 90 501/ 40 12 10 6 3 1

RR 3 100 50�20 8�8
RR 4 100 50�20 8�8
RR 5 100 50�20 8�8
RR 6 100 50�20 8�8
RR 7 100 50�20 8�8

1/ Five percent by weight may be oversize.  Each oversize piece shall not exceed
the maximum size of the gradation by more than 20 percent.

(2) Stone for Rockfill.  The material may be shot rock, primary crusher run, or other
specified gradations approved by the Department.”

80117


